
 8.0 [203] 

.88 KNOCKOUT

DRAIN HOLE

GROUNDING LUGS

.88 22

1.00 25

GROUNDING LUG LABEL

0.25 MOUNTING HOLE

OZONE MANIFOLD

OZONE CELL POWER SUPPLY

TERMINAL BLOCK

3X 

FIELD WIRING

OZONE MODULE

MATERIAL: EPDM

OZONE OUT
1/4 IN HOSE BARB
MATERIAL: KYNAR

DOOR CLEARANCE
AROUND HINGE

3.80 97

5.77 147

12.40 315

1 AMP, SLO-BLO FUSE

.88 KNOCKOUT

GENERAL
INFORMATION

LABEL

1.25 32

.88 22

3.2 82

1 OF 11:3

4/8/2014

A

D

C

B

A

2345678 1

SPECIFICATION_SHEET,EC-20,EC-10

1

PER ANSI  Y14.5-1994 
SIZE:

WITHOUT WRITTEN CONSENT 
SHEET:REV.

          
 .02              ANGLES

TITLE:

DWG. NO:
 .010

APPROVALS: DATE:
DRAWN:

CHECKED:

ENGR. APPR:

B
 F

O
R

M
A

T 
R

EV
 A

 

   .xxx 

BSCALE:

ALL DIMENSIONS IN INCHES 

DO NOT SCALE DRAWING

MATERIAL:

PROPERTY OF DEL OZONE

   .xx 

FROM DEL OZONE.Q.A. APPR:FINISH:

     

4-2155-01

     N.DOLES

    

 

    

    

TOLERANCES:

   .x  .1

THIS DOCUMENT AND THE 
DATA DISCLOSED HEREIN 
IS PROPRIETARY. IT IS NOT 

TO BE REPRODUCED, 
USED, OR OTHERWISE 

DISCLOSED IN WHOLE, 
OR IN PART, TO ANYONE, 

INTERPRET DRAWING 

 

1

1

ZONE ECN                                                   DESCRIPTIONREV.

5242

DATE

A INITIAL RELEASE

REVISIONS

4/8/2014

SPECIFICATIONS

EC-10 EC-20

NUMBER OF OZONE MODULES 2 4

VOLTAGE 120-240 V 120-240 V

AMPERAGE 0.10 A MAX 0.20 A MAX

ENCLOSURE MATERIAL POWDERCOATED 
GALVANNEALED STEEL

POWDERCOATED 
GALVANNEALED STEEL

ENCLOSURE RATING NEMA 3,IP54 NEMA 3, IP54

OPERATING TEMPERATURE 35-129 F 35-129 F

APPROVALS UL 139927 UL 139927

MARKETING
LABEL
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